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Idler Hub Assemblies
(Complete with all Bearings, Seal, Grease Cap, Nuts and Cotter Pin)

Bolt Circle Template

4534 45964545G

Part # Description

8021392 Used to measure SAE 5 lug bolt patterns on hubs and wheels. Made of hi-impact ABS plastic

How To Determine Bolt Pattern:
To determine the bolt circle on wheels with an even number of bolt holes, measure center-to-center on bolt holes 
directly across from each other (Example:  8 on 6½ would mean 8 bolt holes with 6½" center-to-center diameter). 
On odd number bolt wheels, measure any bolt hole center to the point halfway between bolt holes on the diameter 
(Example: 5 on 4½ would mean 5 bolt holes with 4½" measure to a point halfway between the opposite bolts). Even Odd

Painted
Part #

Without
Bearings

Part #

Hot Dip
Galvanized

Part #
Size Seal Capacity

Per Hub
Bearings

Inner        Outer
Hub Length
Spindle # Bolt Pattern

4534
-

4535
-

4527
4531

-
4536

-
4532

-
4537

-
4528
4542
4539
4545

-
4545TL

-
4547
4550
4555
4565

46222P-A
108213-94

4583
-

4588
-

4596

4534-H
4534G-H
4535-H

4535G-H
4527-H
4534-H

4534G-H
4534-H

4534G-H
4535-H

4535G-H
4535-H

4535G-H
4527-H
4542-H
4539-H
4545-H

4545G-H
4545TL-H
4544-H
4547-H
4550-H
4555-H
4565-H
46222P

108213-08

4583-H
4583G-H
4588-H

4588G-H
4596-H

Stainless
Steel

Part #

-
4534G

-
4535G

-
-

4531G
-

4536G
-

4532G
-

4537G
-
-
-
-

4545G
-
-
-
-
-
-
-
-
-

4583G
-

4588G
-

-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-

4544
-
-
-
-
-
-
-
-
-
-
-

1,250 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,000 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,250 lbs
1,000 lbs
1,525 lbs
1,575 lbs
1,750 lbs
1,750 lbs
1,750 lbs
1,750 lbs
1,750 lbs
1,750 lbs
1,750 lbs
1,750 lbs
2,100 lbs
2,600 lbs
3,000 lbs
3,000 lbs
3,500 lbs
3,500 lbs
2,600 lbs

1" - 1"
1" - 1"
1" - 1"
1" - 1"
1" - 1"

1     " - 1     "
1     " - 1     "
1     " - 1     "
1     " - 1     "
1     " - 1     "
1     " - 1     "
1     " - 1     "
1     " - 1     "
1     " - 1     "

1¼" - ¾"
1¼" - 1¼"
1   " - 1    "
1   " - 1    "
1   " - 1    "
1   " - 1    "
1   " - 1    "
1   " - 1    "
1   " - 1    "
1   " - 1    "
1   " - 1   "
1¾" - 1¼"
1¾" - 1¼"
1¾" - 1¼"
1¾" - 1¼"
1¾" - 1¼"
1   " - 1¼"

46760
46760
46760
46760
46760
46760
46760
46757
46757
46760
46760
46757
46757
46757
58830
8752

58856
58856
11088
58856
58856
58856
58856
58856
58852

91040

44643
44643
44643
44643
44643
44649
44649
44649
44649
44649
44649
44649
44649
44649
11949
67048
44649
44649
44649
44649
44649
44649
44649
44649
68149
67048
15123
15123
14125
14125
67048

44643
44643
44643
44643
44643
44649
44649
44649
44649
44649
44649
44649
44649
44649
67048
67048
68149
68149
68149
68149
68149
68149
68149
68149
68149
25580
25580
25580
25580
25580
68149

BT-8
BT-8
BT-8
BT-8
3    "
BT-16
BT-16
BT-9
BT-9

BT-16
BT-16
BT-9
BT-9
3    "

4   " HL

3¾" HL
84
84
84
84
84
84
84
84

4½" HL
42
42
42
42
42

MHU

1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.78
2.33
1.98
1.98
1.98
1.98
1.98
1.98
1.98
1.98
2.44
2.44
2.44
2.44
2.71
2.71
2.44

4 on 4"
4 on 4"

5 on 4½"
5 on 4½"
5 on 4½"
4 on 4"
4 on 4"
4 on 4"
4 on 4"

5 on 4½"

5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4½"
5 on 4¾"
5 on 5"

5 on 5½"
6 on 5½"
5 on 4½"

6 on 5½"
6 on 5½"
8 on 6½"
8 on 6½"

5 on 10    "

Grease Cap
Size

42385 &
42379

42385 &
42379

42385 &
42379

42385 &
42379

42385 &
42379

Turbo Lube oil bath lubrication uses 90 weight Gear Lube.�•  Agricultural - Implement bolt pattern

    " Tapped
6 on 6"�•


