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Axle Information

 Spring Axle Measurement

 2K Dexter Sprung Axles Assembly

 3.5K Dexter Sprung Axles Assembly

 5.2K - 6K Dexter Sprung Axles Assembly

 7K Dexter Sprung Axles Assembly

 7.2K Dexter Sprung Axles Assembly

 8K Dexter Sprung Axles Assembly

 9K Dexter Sprung Axles Assembly

 10K (General Duty) Dexter Sprung Axles Assembly

 10K (Heavy Duty) Dexter Sprung Axles Assembly

 12K Dexter Sprung Axles Assembly

 15K Dexter Sprung Axles Assembly

 20-27.5K Dexter Sprung Axles Assembly

 Torflex Suspension System 

 Torsion Axle Options

 600 - 1K Dexter Torflex Axles Assembly #8

 1.1K - 2.2K Dexter Torflex Axles Assembly #9
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 2.3K - 3.5K Dexter Torflex Axles Assembly #10

 4.6K - 6K Dexter Torflex Axles Assembly #11

 5.5K - 7K Dexter Torflex Axles Assembly #12

 5.5K - 7.2K Dexter Torflex Axles Assembly #12V

 8K Dexter Torflex Axles Assembly #13

 9K - 10K(GD) Dexter Torflex Axles Assembly #T100 GD

 9K - 10K(GD) Dexter Torflex Axles Assembly #T100 HD

 8K AL-KO D80 & T80 Leaf Spring Axles Assembly

 10K AL-KO Running Gear Assembly (General Duty)

 10K AL-KO Running Gear Assembly (Heavy Duty)

 12K AL-KO Running Gear Assembly

 16K AL-KO Running Gear Assembly

 Rubber Suspension Axles

 500 - 2.2K AL-KO Rubber Suspension Axles

 2K - 3.5K AL-KO Rubber Suspension Axles

 4K - 7K AL-KO Rubber Suspension Axles

 8K with 89 Spindle AL-KO Rubber Suspension Axles
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The following information is to help you make a selection of axles and running gear from our wide range 
of possible choices; or call our salespeople assist you in choosing the right products.

1. How to Determine the Gross Vehicle Weight (GVW)?
    When building a trailer, the total Gross Vehicle Weight (GVW) must be determined in order to select the right axle or axles for 
    the application. GVW includes the weight of the empty trailer and the weight of the intended cargo. (Example: 2,000 lb.
    empty trailer weight + 8,000 lbs. cargo = GVW of 10,000 lbs.)

2. How Many Axles?
    After determining the GVW, the number and capacity of the axles must be selected. For example, if you want 10,000 lb. GVW   
    and want tandem axles, the minimum required capacity is 6,000 lbs. per axle.

3. Brakes?
    First, determine if you want brakes on each axle. Most states require by law that at least one axle has brakes. Some states 
    require  that all axles have brakes. To determine how many brakes are necessary in a state, contact the local Department of 
    Motor Vehicles. Second, determine what type of brake you prefer: Electric, Hydraulic Single-Serve, Hydraulic Free-Backing, 
    Hydraulic Duo-Serve, Hydraulic Disc or Air "S" Cam Brakes.

4. Which Type of Spindles Are Going To Be Required?
    Straight spindles are used mostly when the bed is over the tires or when low ground clearance is not required. Examples are 
    flat beds, pull-type utility trailers, etc. Drop spindles are used when the lowest possible ground clearance is desired. Examples 
    are Livestock and Horse Trailers, Car Haulers, Enclosed Cargo Van Trailers, etc.

5. What Are the Spring Centers?
    Spring Centers are the CL (centerline) measurement of the Spring Mounting Pads on the axle. Spring centers are usually 
    matched to the approximate frame width of the trailer.

6. Which Bolt Pattern?
    The Bolt Pattern of the axles can vary depending on the capacity of the axle. The Bolt Pattern also determines what type tire 
    and wheel can be used. If there is a specific tire and wheel you would like to use, please relay that information so we can help 
    you to determine the proper bolt pattern and axle.

7. What is the Length of the Axle?
    The next step is to determine the length of the axle. Of the several ways and industry terms to describe this procedure, the 
    most popular term is "Hub Face," which is the measurement from the base of the wheel stud to the base of the wheel stud on 
    the opposite end of the axle. Another term frequently used is "Track". Track is the center of the tire to the center of the opposite 
    tire. This measurement varies depending on what type of wheel is used, because each type of wheel (White Spoke, O.E.M., 
    Custom) could have a different offset, changing the tire center.

8. Which Type of Springs?
     There are two basic types of springs to choose from: Double Eye or Slipper Springs. Double Eye Springs are used with the 
     shackle-type suspensions. Slipper Springs are the heavy duty springs used with slippertype suspensions. Complete sets of 
     springs and u-bolt kits can be ordered with axles.

9. Which Hanger Kit?
    There are several Hanger Kits to choose from - single, tandem or triple for both double eye and slipper springs. Hanger Kits 
    consist of Spring Hangers that attach to the frame, Equalizers (tandem or triple Hanger Kits), Shackle Straps (if double eye 
    springs) and all the necessary hardware.

How to Select Axles and Running Gear
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B
C

A

STRAIGHT AXLE

TRAILER FRAME

B
C

4" DROP AXLE

A
TRAILER FRAME

B
C

A

STRAIGHT AXLE

TRAILER FRAME

Hub Face/Spring Center Spread
(2,000# - 8,000#)

Hub Face/Spring Center Spread
(9,000# - 27,500#)

Note: A = Frame Width  B = Hub Face  C = Spring Center

Describes the basic information given to The Expediter sales associate about your axles. We will need to know: 

• Sprung or Torsion (see pages A8, A9 and A22 for Torsion information) 

• Weight capacity 

• Brake or Idler hub 

• Hub face (in inches) 

• Spring center or out bracket (in inches) 

• Number of lugs & pattern (i.e. 545, 655, 865, etc...) 

• Wheel size (i.e. 13”, 14”, 15", etc...) 

• Tire size and capacity (i.e. 205 x 15 load range C) 

Spring Axle Measurement

Length

Arch Arch

Stack
Stack

Axle Spacing

Spring Type

Double Eye Slipper Spring
Length

Axle
Location

Front Hanger
Spacing

Rear Hanger
Spacing

Frame

Front Front Axle 
Spacing

Tire Center

Frame
Height

Min. Recommended
Tire Clearance

Center Hanger
Spacing

Rear Axle 
Spacing

Static Bump
Clearance

Ground
Clearance

Tire
Radius

Overall
Tire Height

Static Loaded
Radius
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A2  800-257-9233

2,000# Dexter Sprung Axles Assembly
Made to Order

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Straight

4" Drop

11.50"

15.25"

15.25"

18.00"

Features and Options Axle Type Min. Max.

2,000#

3,500#

3,500# Dexter Sprung Axles Assembly
Made to Order

These axles available on request

Grease or EZ-Lube

#44649 Inner & Outer

4 Lug on 4.0"
5 Lug on 4.5" (5.5" dia. for 8" - 12" wheels)
5 Lug on 4.5" (6.5" dia. for 12" - 15" wheels)

7" x 1-1/4" Electric
7" x 1-3/4" Hydraulic

1-3/4" Double Eye Springs
1-3/4" Slipper Springs
Hanger Kit

1-3/4" OD - .180 Wall (straight only)
2-3/8" OD - .156 Wall (drop only)

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Grease or EZ-Lube
Nev-R-Lube (655 Straight Axle Only)

#68149 Inner & #44649 Outer

5 Lug on 4.5", 4.75", 5.0" or 5.5"
6 Lug on 5.5"

10" x 2-1/4" Electric
10" x 2-1/4" Hydraulic*
*single servo, duo servo or free backing
Disc Brake
1-3/4" Double Eye Springs
1-3/4" Slipper Springs
Hanger Kit

2-3/8" OD - .180 Wall (standard)
3" OD - .191 Wall (optional) Straight 11.25" 18.00"

4" Drop 14.00" 18.00"

6" Drop 15.75" 18.00"

4" Drop
(3" Tube) 14.00" 23.00"

Straigth
(3" Tube) 11.25" 23.00"

Overhang = (Hub Face - Spring Center)

Overhang = (Hub Face - Spring Center)
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These axles available on request

5,200 - 6,000# Dexter Sprung Axles Assembly
Made to Order

6,000#

7,000#

7,000# Dexter Sprung Axles Assembly
Made to Order

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Grease, EZ-Lube, Nev-R-Lube, Oil Bath

#25580 Inner
#LM67048, 15123 or 14125A Outer
6 Lug on 5.5"
8 Lug on 6.5"
UTG 5 Spoke
12" x 2" Electric
12" x 2" Hydraulic*
*single servo, duo servo or free backing
Double Eye Springs; Slipper Springs
Hanger Kit; AirFlex

3" OD - .191 Wall (regular duty)
3" OD - .250 Wall (heavy duty) Straight

(regular duty)

Straight
(heavy duty)

4" Drop
(regular duty)

4" Drop
(heavy duty)

12.75"

12.75"

15.75"

15.75"

15.00"

20.00"

17.50"

20.00"

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Grease, EZ-Lube, Nev-R-Lube, Oil Bath

#25580 Inner
#14125A Outer

8 Lug on 6.5" (1/2" studs)
Optional 9/16" or 5/8" studs
UTG 5 Spoke

12" x 2" Electric
12" x 2" Hydraulic*
*single servo, duo servo or free backing
Double Eye Springs; Slipper Springs
Hanger Kit; AirFlex

3" OD - .250 Wall

Straight 12.75" 18.00"

4" Drop 15.75" 18.00"

Overhang = (Hub Face - Spring Center)

Overhang = (Hub Face - Spring Center)
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7,200# Dexter Sprung Axles Assembly
Made to Order

7,200#

8,000#

These axles available on request

8,000# Dexter Sprung Axles Assembly
Made to Order

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Grease, EZ-Lube, Nev-R-Lube, Oil Bath

#25580 Inner
#02475 Outer

8 Lug on 6.5"
Optional 9/16" or 5/8" studs

12-1/4" x 3-3/8" Electric
12-1/4" x 3-3/8" Hydraulic Duo Servo
2" Slipper Springs
Hanger Kit
AirFlex

3.5" OD - .250 Wall

Straight 16.00" 19.00"

4" Drop 18.00" 19.00"

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Grease, EZ-Lube, Nev-R-Lube, Oil Bath

#25580 Inner
#02475 Outer

8 Lug on 6.5"

12-1/4" x 2-1/2" Electric
Hydraulic Brake NOT Available

Double Eye Springs
Slipper Springs
Hanger Kit
AirFlex

3" OD - .302 Wall

Straight 14.00" 18.00"

4" Drop 15.75" 18.00"

Overhang = (Hub Face - Spring Center)

Overhang = (Hub Face - Spring Center)
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These axles available on request

9,000# Dexter Sprung Axles Assembly
Made to Order

9,000#

10,000#
(General Duty)

10,000# (General Duty) Dexter Sprung Axles Assembly
Made to Order

Straight
(single wheel)

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Oil Bath (standard) or
Grease (optional)

#387A Inner
#25580 Outer

8 Lug on 6.5"

12-1/4" x 3-3/8" Electric
12-1/4" x 3-3/8" Hydraulic Duo Servo*
*ABS also available on hydraulic brake

Slipper Spring - 2.5" Wide
Hanger Kit

5" OD - .250 Wall

25.37" 31.00"

26.00" 49.00"Straight
(optional)

26.00" 31.00"Straight
(dual wheel)

Straight
(single wheel)

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Oil Bath (standard) or
Grease (optional)

#387A Inner
#25580 Outer

8 Lug on 6.5"

12-1/4" x 3-3/8" Electric
12-1/4" x 3-3/8" Hydraulic Duo Servo*
*ABS also available on hydraulic brake

Slipper Spring - 2" Wide
Hanger Kit

4" OD - .250 Wall

22.00" 31.00"

26.00" 31.00"Straight
(dual wheel)

Overhang = (Hub Face - Spring Center)

Overhang = (Hub Face - Spring Center)
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These axles available on request

12,000#

10,000#
(Heavy Duty)

12,000# Dexter Sprung Axles Assembly
Made to Order

10,000# (Heavy Duty) Dexter Sprung Axles Assembly
Made to Order

Straight
(low profile

hub)

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Oil Bath (standard) or Grease (optional)

#3984 Inner & #28682 Outer

8 Lug on 6.5"
Low profile hubs for 14.5" wheels
High profile hubs for use with 16" & 16.5" wheels

12-1/4" x 5" Electric
12-1/4" x 5" Hydraulic
12-1/4" x 5" Air
Hydraulic Disc
*duo servo, ABS also available on hydraulic brake and air brake
Slipper Spring - 3" Wide
Hanger Kit

5" OD - .44 Wall

32.50" 41.00"

26.50" 41.00"Straight
(high profile

hub)

Straight
(single wheel)

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Oil Bath (standard) or Grease (optional)

#385S Inner & #387 Outer

8 Lug on 6.5"

12-1/4" x 4" Electric
12-1/4" x 4" Hydraulic
12-1/4" x 4" Air
Hydraulic Disc
*duo servo, ABS also available on hydraulic brake and air brake
Slipper Spring - 2.5" Wide
Hanger Kit

5" OD - .250 Wall
5" OD - .44 Wall (required on air ride)

25.37" 31.00"

26.00" 49.00"Straight
(optional)

26.00" 31.00"Straight
(dual wheel)

Overhang = (Hub Face - Spring Center)

Overhang = (Hub Face - Spring Center)
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These axles available on request

15,000# Dexter Sprung Axles Assembly
Made to Order

20,000 - 27,500#

Maximum: Track minus 32.5" or as

tire clearance allows

Minimum: Track minus 34.5"

20,000 - 27,500# Dexter Sprung Axles Assembly
Made to Order

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Oil Bath (standard) or Grease (optional)

#HM218248 Inner & #HM212049 Outer

3 or 5 Spoke Cast
10 Lug on 8.75"
10 Lug on 11.25"
*inboard and outboard drums available
Hub Piloted Optional
12-1/4" x 7-1/2" Electric
16-1/2" x 7" Hydraulic
Hutch 9700 Series
Air Ride

5" OD - .50, .625, or .75 Wall
Air ride requires .625 minimum wall thickness

Straight
(dual wheel)

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Axle Type Min. Max.

Oil Bath (standard) or
Grease (optional)

#3984 Inner & #28682 Outer

8 Lug on 275mm

12-1/4" x 5" Electric
12-1/4" x 5" Hydraulic
12-1/4" x 5" Air
*duo servo, ABS also available on hydraulic brake

Slipper Spring - 3" Wide
Hanger Kit
Hutch 9700 Series Kit

5" OD - .44 Wall

29.00" 33.00"

Overhang = (Hub Face - Spring Center)

15,000#
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• Independent wheel suspension 

• Self-damping action 

• Cushioning eliminates metal-to-metal contact 

• Less transfer of road shock helps protect cargo 

• Heat-treated solid steel inner bar 

• Forged torsion arm for maximum strength 

• Rubber cords compounded for dependability 

• Axle can be used as a load carrying cross member 

• Easy installation with less overall maintenance 

• Single or tandem axle assemblies 

• Five-year limited warranty on suspension system

Smooth Riding Axles...

Torflex suspension system is a torsion arm type suspension which is completely self contained within the 
axle tube. It attaches directly to the trailer frame using brackets which are an integral part of the axle assembly. 
The Torflex axle provides improved suspension characteristics relative to leaf spring axles through the unique 
arrangement of a steel torsion bar surrounded by four natural rubber cords encased in the main structural 
member of the axle beam. 

The wheel/hub spindle is attached to a lever, called the torsion arm, which is fastened to the rubber encased bar. 
As load is applied, the bar rotates causing a rolling/compressive resistance in the rubber cords. This action 
provides the same functions as conventional sprung axles with several operating advantages including indepen-
dent suspension. 

Except for periodic inspection of the fasteners used to attach the Torflex axle to the vehicle frame, no other 
suspension maintenance is required on Torflex axles. They are, of course, subject to the maintenance and inspec-
tion procedures regarding brakes, hubs, bearings, seals, wheels, and tires as outlined in the Dexter Operation 
Maintenance Service Manual.

CAUTION: Triple axle assemblies are not recommended for Torflex axles

Note: A = Hub Face      B = Frame Width      C = Inside of Arms

A
B
C

Side
Mount Top

Mount

Suspension:
•Totally rubber-cushioned for smooth, quiet,    
  independent ride.
•Easy installation with less maintenance.
•Less transfer of road shock which insulates 
  cargo.
•Rubber cords compounded for maximum 
  dependability and durability.
•Load carrying cross member.
•Self-damping action.
•Independent wheel suspension.
•5 year limited warranty on suspension system.
•Low profile for maximum road clearance.
•Various starting angles to control trailer height.
•Low, 3/4" High, or 3" high Profile
  brackets available.

Torsion Arm
Torsion Bar

Axle TubeMounting Bracket

Spindle

A
xl

e
In

fo
rm

a
ti

o
n

A
xl

e
s

a
n

d
 H

u
b

s
B

ra
k
e

A
ss

e
m

b
li
e
s

Ti
re

s 
&

W
h

e
e
ls

B
o
d

y
C

o
m

p
o
n

e
n

ts
B

o
a

t
Tr

a
il
e
r 

P
a

rt
s

Li
g

h
ts

 &
El

e
ct

ri
ca

l

B
ra

k
e

A
ct

u
a

ti
n

g
Sy

st
e
m

s

Ja
ck

s,
C

o
u

p
le

rs
 &

W
in

ch
e
s

Su
sp

e
n

si
o
n

s
Sw

it
ch

e
s

H
it

ch
e
s 

&
To

w
in

g
A

cc
e
ss

o
ri

e
s

Lo
ck

s 
&

C
a

rg
o
 C

o
n

tr
o
l



 Lighthouse Marine & Trailer Supply SECTION

A

A9 800-257-9233

Center of Axle

Axle Location

Start
Angle

Center of Spindle

Center of Spindle
to Top of Frame

SIDE TOP

REVERSE
ORIENTATION

STANDARD
ORIENTATION

HIGH

1"

LOW

Bracket Profile

Start Angle

Bracket Mounting Bracket Orientation

Overhang
HUB FACE

OUTSIDE BRACKET
DIMENSION

Overhang = Hub Face - Outside Bracket

Start Angle (unloaded)

Torsion Axle Options

Side Mount
Frame Hanger

(purchased separately)

Frame
to Top of

Tire

Frame
Height

Axle
Location

Tire
Radius

Static
Loaded
Radius

Overall
Tire

Height

Tire
Center TC

TC
FTT

FH

FTT

FH

AL AL

TR

SLR

TR

SLR

ZERO UP

DOWN
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These axles available on request

600 - 1,000# Dexter Torflex Axles Assembly #8
Made to Order

Axle Location
L

Start Angle

Top of
Bracket

Center of
Spindle

H

Articulation Dimensions
Dimensions are for low profile, top mount only. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Full Load Dimensions
Dimensions are for low profile, top mount only. Side mount is 
.25" higher. Allow 3" bump clearance from full load. 

Top of
Bracket

Top of
Bracket

C E

D

E

D

C

B

H
H

B

10º Dn, 0º Up, 22.5º Up 22.5º Dn, 45º Dn

No Load
Start
Angle

45º down

22.5º down

10º down

0º

10º up

22.5º up

Standard

Standard

Standard

Standard

Standard

Standard

3.84

2.54

1.70

1.01

0.31

-0.52

2.83

3.70

3.94

4.00

3.94

3.70

2.54

1.01

0.14

-0.52

-1.14

-1.82

3.70

4.00

3.91

3.70

3.37

2.83

1.87

0.31

-0.52

-1.14

-1.69

-2.27

3.91

3.94

3.70

3.37

2.95

2.29

Bracket
Type H L H L H L

Full Load Shock Load

Spindle       Min.     Max.

Short

Standard

4.75"

6.00"

9.04"

9.04"

#8 OVERHANG PER SIDE

Tire
45º Down

H       B       C
ST175/80R13
4.80-8
4.80-12
20.5x8.0-10

2.5
2.5
2.5
2.5

13.7
10.4
12.0
12.2

9.5
6.3
8.3
8.3

22.5º Down
H       B       C

1.0
1.0
1.0
1.0

12.2
8.9

10.5
10.7

11.0
7.8
9.8
9.8

10º Down
H       B       C

0.1
0.1
0.1
0.1

11.3
8.0
9.6
9.8

11.9
8.7

10.7
10.7

0º
H       B       C

-0.5
-0.5
-0.5
-0.5

10.7
7.4
9.0
9.2

12.5
9.3

11.3
11.3

10º Up
H       B       C

-1.1
-1.1
-1.1
-1.1

10.1
6.8
8.4
8.6

13.1
9.9

11.9
11.9

22.5º Up
H       B       C

-1.8
-1.8
-1.8
-1.8

9.4
6.1
7.7
7.9

D       E
11.2
7.9
9.5
9.7

12.0
8.8

10.8
10.8

13.8
10.6
12.6
12.6

START ANGLE

Note: Positive numbers in the H column indicate 
the spindle is BELOW the top of the bracket. 
Conversely, negative numbers are ABOVE the top 
of the bracket.

Minimum: 9.5"
Maximum: 18.09"

Hub Face (A) minus Frame Width (B) must be
between the Min. and Max.

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Grease
EZ-Lube

#L44649 Inner & #44649 Outer

7" x 1-1/4" Electric
7" x 1-3/4" Hydraulic

4 Lug on 4.0"
5 Lug on 4.5" (5.5" dia. for 8" - 12" wheels)
5 Lug on 4.5" (6.5" dia. for 12" - 15" wheels)

Rubber Torsion

2.38" Square
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Standard
Hi-Profile
Standard
Hi-Profile
Standard
Hi-Profile

Standard
Hi-Profile
Standard
Hi-Profile

These axles available on request

1,100 - 2,200# Dexter Torflex Axles Assembly #9
Made to Order

Articulation Dimensions
Dimensions are for top mount only. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Full Load Dimensions
Dimensions are for low profile, top mount only. High profile brackets are .88" 
higher. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Top of
Bracket

Top of
Bracket

C E

D

E

D

C

B

H
H

B

10º Dn, 0º Up, 22.5º Up 22.5º Dn, 45º Dn

No Load
Start
Angle

45º down

22.5º down

10º down

0º

10º up

22.5º up

Standard
Hi-Profile

3.52
4.38
2.26
3.13
1.22
2.09

0.18
1.04
-1.08
-0.21

5.46
6.33

5.54
5.54
5.91
5.91
6.00
6.00

5.91
5.91
5.54
5.54

4.24
4.24

1.22
2.09
-0.08
0.79
-1.08
-0.21

-2.00
-1.14
-3.02
-2.16

3.52
4.38

6.00
6.00
5.86
5.86
5.54
5.54

5.06
5.06
4.24
4.24

5.54
5.54

0.18
1.04
-1.08
-0.21
-2.00
-1.14

-2.83
-1.97
-3.70
-2.83

2.52
3.38

5.91
5.91
5.54
5.54
5.06
5.06

4.42
4.42
3.44
3.44

5.86
5.86

Bracket
Type H L H L H L

Full Load Shock Load
Spindle       Min.     Max.

Short

Standard

6.00"

6.50"

10.90"

10.90"

#9 OVERHANG PER SIDE

Tire
45º Down

H       B       C
ST175/80R13
4.80-8
4.80-12
20.5x8.0-10

3.5
3.5
3.5
3.5

14.7
11.4
13.0
13.2

8.5
5.3
7.3
7.3

22.5º Down
H       B       C

1.2
1.2
1.2
1.2

12.4
9.1

10.7
10.9

10.8
7.6
9.6
9.6

10º Down
H       B       C

-0.1
-0.1
-0.1
-0.1

11.1
7.8
9.4
9.6

12.1
8.9

10.9
10.9

0º
H       B       C

10º Up
H       B       C

-2.0
-2.0
-2.0
-2.0

-1.1
-1.1
-1.1
-1.1

9.2
5.9
7.5
7.7

14.0
10.8
12.8
12.8

10.1
6.8
8.4
8.6

13.1
9.9

11.9
11.9

22.5º Up
H       B       C

-3.0
-3.0
-3.0
-3.0

8.2
4.9
6.5
6.7

D       E
11.2
7.9
9.5
9.7

12.0
8.8

10.8
10.8

15.0
11.8
13.8
13.8

START ANGLE

Note: Positive numbers in the H column indicate 
the spindle is BELOW the top of the bracket. 
Conversely, negative numbers are ABOVE the top 
of the bracket.

Minimum: 12.00"
Maximum: 21.80"

Hub Face (A) minus Frame Width (B) must be
between the Min. and Max.

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Grease
EZ-Lube

#L44649 Inner & #44649 Outer

7" x 1-1/4" Electric
7" x 1-3/4" Hydraulic

4 Lug on 4.0"
5 Lug on 4.5" (5.5" dia. for 8" - 12" wheels)
5 Lug on 4.5" (6.5" dia. for 12" - 15" wheels)

Rubber Torsion

2.38" Square

Axle Location
L

Start Angle

Top of
Bracket

Center of
Spindle

H
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These axles available on request

2,300 - 3,500# Dexter Torflex Axles Assembly #10
Made to Order

Articulation Dimensions
Dimensions are for top mount only. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Full Load Dimensions
Dimensions are for low profile, top mount only. High profile brackets are .75" 
higher. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Top of
Bracket

Top of
Bracket

C E

D

E

D

C

B

H
H

B

10º Dn, 0º Up, 22.5º Up 22.5º Dn, 45º Dn

Spindle       Min.     Max.

Short

Standard

6.30"

6.56"

11.80"

11.80"

#10 OVERHANG PER SIDE

Tire
45º Down

H       B       C
ST175/80R13
ST205/75R14
ST225/75R15

3.8
3.8
3.8

15.0
15.9
16.8

8.2
9.3

10.6

22.5º Down
H       B       C

1.5
1.5
1.5

12.7
13.6
14.5

10.5
11.6
12.9

10º Down
H       B       C

0.2
0.2
0.2

11.4
12.3
13.2

11.8
12.9
14.2

0º
H       B       C

-0.8
-0.8
-0.8

10.4
11.3
12.2

12.8
13.9
15.2

10º Up
H       B       C

-1.7
-1.7
-1.7

9.5
10.4
11.3

13.7
14.8
16.1

22.5º Up
H       B       C

-2.8
-2.8
-2.8

8.4
9.3

10.2

D       E
11.2
12.1
13.0

12.0
13.1
14.4

14.8
15.9
17.2

START ANGLE

Note: Positive numbers in the H column indicate 
the spindle is BELOW the top of the bracket. 
Conversely, negative numbers are ABOVE the top 
of the bracket.

Standard
Hi-Profile
Standard
Hi-Profile
Standard
Hi-Profile

Standard
Hi-Profile
Standard
Hi-Profile

No Load
Start
Angle

45º down

22.5º down

10º down

0º

10º up

22.5º up

Standard
Hi-Profile

3.79
4.61
2.53
3.35
1.49
2.31

0.45
1.27
-0.81
-0.01

5.37
6.55

5.54
5.54
5.91
5.91
6.00
6.00

5.91
5.91
5.54
5.54

4.24
4.24

1.49
2.31
0.19
1.01
-0.81
0.01

-1.73
-0.91
-2.75
-1.93

3.79
4.61

6.00
6.00
5.86
5.86
5.54
5.54

5.06
5.06
4.24
4.24

5.54
5.54

0.45
1.27
-0.81
-0.01
-1.73
-0.91

-2.56
-1.74
-3.43
-2.60

2.79
3.61

5.91
5.91
5.54
5.54
5.06
5.06

4.42
4.42
3.44
3.44

5.86
5.86

Bracket
Type H L H L H L

Full Load Shock Load

Minimum: 12.60"
Maximum: 23.60"

Hub Face (A) minus Frame Width (B) must be
between the Min. and Max.

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Grease/EZ-Lube/Nev-R-Lube

#L68149 Inner & #44649 Outer

10" x 2-1/4" Electric
10" x 2-1/4" Hydraulic
*single servo, duo servo or free backing

5 Lug on 4.5", 5" or 5.5"
6 Lug on 5.5"

Rubber Torsion

2.50" Square

Axle Location
L

Start Angle

Top of
Bracket

Center of
Spindle

H
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Standard
Hi-Profile
Standard
Hi-Profile
Standard
Hi-Profile

Standard
Hi-Profile
Standard
Hi-Profile

These axles available on request

4,000 - 6,000# Dexter Torflex Axles Assembly #11
Made to Order

Articulation Dimensions
Dimensions are for top mount only. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Full Load Dimensions
Dimensions are for low profile, top mount only. High profile brackets are .75" 
higher. Side mount is .25" higher. Allow 3" bump clearance from full load. 

Top of
Bracket

Top of
Bracket

C E

D

E

D

C

B

H

H

B

10º Dn, 22.5º Up

Top of
Bracket

C E

D

H

B

10º Dn, 0º 22.5º Dn, 45º Dn

No Load
Start
Angle

45º down

22.5º down

10º down

0º

10º up

22.5º up

Standard
Hi-Profile

4.06
4.81
2.81
3.56
1.77
2.52

0.72
1.47
-0.53
0.22

6.01
6.76

5.54
5.54
5.91
5.91
6.00
6.00

5.91
5.91
5.54
5.54

4.24
4.24

1.77
2.52
0.47
1.22
-0.53
0.22

-1.46
-0.71
-2.48
-1.73

4.06
4.81

6.00
6.00
5.86
5.86
5.54
5.54

5.06
5.06
4.24
4.24

5.54
5.54

0.72
1.47
-0.53
0.22
-1.46
-0.71

-2.29
-1.54
-3.15
-2.40

3.06
3.81

5.91
5.91
5.54
5.54
5.06
5.06

4.42
4.42
3.44
3.44

5.86
5.86

Bracket
Type H L H L H L

Full Load Shock Load
Spindle       Min.     Max.

Short

Standard

7.00"

7.47"

10.22"

10.22"

#11 OVERHANG PER SIDE

Tire
45º Down

H       B       C
ST225/75R15
LT235/85R16
LT225/75R16
8.75R16.5LT

4.1
4.1
4.1
4.1

17.1
18.4
17.6
17.9

10.3
11.3
10.8
10.7

22.5º Down
H       B       C

1.8
1.8
1.8
1.8

14.8
16.1
15.3
15.6

12.6
13.6
13.1
13.0

10º Down
H       B       C

0.5
0.5
0.5
0.5

13.5
14.8
14.0
14.0

13.9
14.9
14.1
14.3

0º
H       B       C

10º Up
H       B       C

-1.5
-1.5
-1.5
-1.5

-0.5
-0.5
-0.5
-0.5

11.5
12.8
12.0
12.3

15.9
16.9
16.4
16.3

12.5
13.8
13.0
13.3

14.9
15.9
15.4
15.3

22.5º Up
H       B       C

-2.5
-2.5
-2.5
-2.5

10.5
11.8
11.0
11.3

D       E
13.0
14.3
13.5
13.8

14.4
15.4
14.9
14.8

16.9
17.9
17.4
17.3

START ANGLE

Note: Positive numbers in the H column indicate 
the spindle is BELOW the top of the bracket. 
Conversely, negative numbers are ABOVE the top 
of the bracket.

Minimum: 14.00"
Maximum: 23.60" (5,200 lbs. rating)
                   20.45" (6,000 lbs. rating)

Hub Face (A) minus Frame Width (B) must be
between the Min. and Max.

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Grease/EZ-Lube/Oil Bath/Nev-R-Lube

#25580 Inner & #LM67048, 15123 or 14125A Outer

12" x 2" Electric
12" x 2" Hydraulic
*single servo, duo servo or free backing

6 Lug on 5.5"
8 Lug on 6.5"
UTG 5 Spoke for 14.5" Wheel

Rubber Torsion

3.50" Square

Axle Location
L

Start Angle

Top of
Bracket

Center of
Spindle

H
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SECTION

A                          Lighthouse Marine & Trailer Supply

A14  800-257-9233

These axles available on request

5,500 - 7,000# Dexter Torflex Axles Assembly #12
Made to Order

Spindle       Min.     Max.

Short

Standard

7.47"

7.00"

15.20"

15.20"

#12 OVERHANG PER SIDE

Tire
45º Down

H       B       C
LT235/85R16
7.50-16T
9.50-16.5LT

4.3
4.3
4.3

18.6
19.2
18.4

11.1
12.4
10.9

22.5º Down
H       B       C

2.0
2.0
2.0

16.3
16.9
16.1

13.4
14.7
13.2

10º Down
H       B       C

0.7
0.7
0.7

15.0
15.6
14.8

14.7
16.0
14.5

0º
H       B       C

-0.3
-0.3
-0.3

14.0
14.6
13.8

15.7
17.0
15.5

10º Up
H       B       C

-1.2
-1.2
-1.2

13.1
13.7
12.9

16.6
17.9
16.4

22.5º Up
H       B       C

-2.2
-2.2
-2.2

12.1
12.7
11.9

D       E
14.3
14.9
14.1

15.4
16.7
15.2

17.6
18.9
17.4

START ANGLE

Note: Positive numbers in the H column indicate 
the spindle is BELOW the top of the bracket. 
Conversely, negative numbers are ABOVE the top 
of the bracket.

Standard
Hi-Profile
Standard
Hi-Profile
Standard
Hi-Profile

Standard
Hi-Profile
Standard
Hi-Profile

No Load
Start
Angle

45º down

22.5º down

10º down

0º

10º up

22.5º up

Standard
Hi-Profile

4.30
5.05
3.04
3.79
2.00
2.75

0.96
1.71
-0.30
0.45

6.24
6.99

5.54
5.54
5.91
5.91
6.00
6.00

5.91
5.91
5.54
5.54

4.24
4.24

2.00
2.75
0.70
1.45
-0.30
0.45

-1.22
-0.47
-2.24
-1.49

4.30
5.05

6.00
6.00
5.86
5.86
5.54
5.54

5.06
5.06
4.24
4.24

5.54
5.54

0.96
1.71
-0.30
0.45
-1.22
-0.47

-2.05
-1.30
-2.91
-2.16

3.30
4.05

5.91
5.91
5.54
5.54
5.06
5.06

4.42
4.42
3.44
3.44

5.86
5.86

Bracket
Type H L H L H L

Full Load Shock Load

Top of
Bracket

Top of
Bracket

C E

D

E

D

C

B

H

H

B

10º Dn, 22.5º Up

Top of
Bracket

C E

D

H

B

10º Dn, 0º 22.5º Dn, 45º Dn

Articulation Dimensions
Dimensions are for top mount only. Side mount is .31" higher. Allow 3" bump clearance from full load. 

Full Load Dimensions
Dimensions are for low profile, top mount only. High profile brackets are .75" 
higher. Side mount is .31" higher. Allow 3" bump clearance from full load. 

Minimum: 14.00"
Maximum: 30.40"

Hub Face (A) minus Frame Width (B) must be
between the Min. and Max.

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Grease/EZ-Lube/Oil Bath/Nev-R-Lube

#25580 Inner & #LM67048, 15123 or 14125A Outer

12" x 2" Electric
12" x 2" Hydraulic
*single servo, duo servo or free backing

8 Lug on 6.5" (1/2" studs)
Optional 9/16" or 5/8" Studs
UTG 5 Spoke

Rubber Torsion

3.50" Square

Axle Location
L

Start Angle

Top of
Bracket

Center of
Spindle
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 Lighthouse Marine & Trailer Supply SECTION

A

A15 800-257-9233

These axles available on request

5,500 - 7,200# Dexter Torflex Axles Assembly #12V
Made to Order

Spindle       Min.     Max.

Standard 7.00" 14.77"

#12V OVERHANG PER SIDE

Tire
45º Down

H       B       C
LT235/85R16
7.50-16T
9.50-16.5LT

4.3
4.3
4.3

18.6
19.2
18.4

11.1
12.4
10.9

22.5º Down
H       B       C

2.0
2.0
2.0

16.3
16.9
16.1

13.4
14.7
13.2

10º Down
H       B       C

0.7
0.7
0.7

15.0
15.6
14.8

14.7
16.0
14.5

0º
H       B       C

-0.3
-0.3
-0.3

14.0
14.6
13.8

15.7
17.0
15.5

10º Up
H       B       C

-1.2
-1.2
-1.2

13.1
13.7
12.9

16.6
17.9
16.4

22.5º Up
H       B       C

-2.2
-2.2
-2.2

12.1
12.7
11.9

D       E
14.3
14.9
14.1

15.4
16.7
15.2

17.6
18.9
17.4

START ANGLE

Note: Positive numbers in the H column indicate 
the spindle is BELOW the top of the bracket. 
Conversely, negative numbers are ABOVE the top 
of the bracket.

Standard
Hi-Profile
Standard
Hi-Profile
Standard
Hi-Profile

Standard
Hi-Profile
Standard
Hi-Profile

No Load
Start
Angle

45º down

22.5º down

10º down

0º

10º up

22.5º up

Standard
Hi-Profile

4.30
5.05
3.04
3.79
2.00
2.75

0.96
1.71
-0.30
0.45

6.24
6.99

5.54
5.54
5.91
5.91
6.00
6.00

5.91
5.91
5.54
5.54

4.24
4.24

2.00
2.75
0.70
1.45
-0.30
0.45

-1.22
-0.47
-2.24
-1.49

4.30
5.05

6.00
6.00
5.86
5.86
5.54
5.54

5.06
5.06
4.24
4.24

5.54
5.54

0.96
1.71
-0.30
0.45
-1.22
-0.47

-2.05
-1.30
-2.91
-2.16

3.30
4.05

5.91
5.91
5.54
5.54
5.06
5.06

4.42
4.42
3.44
3.44

5.86
5.86

Bracket
Type H L H L H L

Full Load Shock Load

Top of
Bracket

Top of
Bracket

C E

D

E

D

C

B

H

H

B

10º Dn, 22.5º Up

Top of
Bracket

C E

D

H

B

10º Dn, 0º 22.5º Dn, 45º Dn

Articulation Dimensions
Dimensions are for top mount only. Side mount is .31" higher. Allow 3" bump clearance from full load. 

Full Load Dimensions
Dimensions are for low profile, top mount only. High profile brackets are .75" 
higher. Side mount is .31" higher. Allow 3" bump clearance from full load. 

Minimum: 14.00"
Maximum: 29.55"

Hub Face (A) minus Frame Width (B) must be
between the Min. and Max.

Tubing

Bearings

Suspension

Lubrication

Hub

Brake

Features and Options Note

Grease/EZ-Lube/Oil Bath/Nev-R-Lube

#25580 Inner & #02475 Outer

12-1/4" x 2-1/2" Electric

8 Lug on 6.5"
Optional 9/16" or 5/8" Studs

Rubber Torsion

3.50" Square

Axle Location
L

Start Angle

Top of
Bracket

Center of
Spindle

H
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